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DETAILED ACTION 

Specification 

1 . The disclosure is objected to because of the following informalities: on page 3, 
lines 26-27, the applicant states "a method for searching signals before mixing and 
mixing matrix only on a condition that mixed signals are collected from a mike". It is 
unclear what this statement means. 

Appropriate correction is required. 

Claim Rejections - 35 USC § 103 

2. The following is a quotation of 35 U.S.C. 103(a) which forms the basis for all 
obviousness rejections set forth in this Office action: 

(a) A patent may not be obtained though the invention is not identically disclosed or described as set 
forth in section 1 02 of this title, if the differences between the subject matter sought to be patented and 
the prior art are such that the subject matter as a whole would have been obvious at the time the 
invention was made to a person having ordinary skill in the art to which said subject matter pertains. 
Patentability shall not be negatived by the manner in which the invention was made. 

3. Claims 1, 2, 10 and 12 are rejected under 35 U.S.C. 103(a) as being 
unpatentable over Kadambe (U.S. Pat. Pub. 2003/0061 035A1) in view of Lee et al. 
(U.S. Pat. 6,424,960). 

As per claims 1,10 and 12, Kadambe teaches a blind source separation method, 
apparatus and computer-readable medium in a noise environment, the method 
comprising the steps of: 

adapting the basis functions of noise signals to the present environment by using 
the characteristic of noise signals, which are input into a mike (optimizes an initial 
estimate of the mixing matrix to obtain a final mixing matrix by clustering the current 
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mixing samples hence adapting the initial estimate to the present environment, 
paragraphs 105-108); 

extracting determination information for detection speech activation from the 
mixtures of speech signals and the mixtures of noise signals (iteratively adjusts the 
clustering of the mixed signal samples based upon the mixing matrix to determine the 
estimate for the source signals, paragraphs 109-1 10); and 

determining a speech starting point and a speech ending point of mike signals, 
which come into a speech recognition unit, from the determination information (the 
separated source signals would inherently contain the information to detect the start and 
the end of speech signals, paragraphs 109-110). 

Kadambe does not specifically teach or suggest using this method in voice 
activity detection. 

However, the Examiner takes Official Notice that voice activity detection is 
notoriously well known in the art. Therefore, it would have been obvious to one of 
ordinary skill in the art at the time of invention to modify the system of Kadambe for use 
voice activity detector because this would allow the system to turn off the speech 
recognizer during periods of silence hence saving power. 

Kadambe does not teach training basis functions of mixed speech signals and 
noise signals according to a predetermined learning rule. 

Lee teaches a system for classifying sources in blind signal separation that 
adapts the mixing matrix for each class hence training the basis functions, which are the 
column vectors of the mixing matrix (Fig. 5). 
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It would have been obvious to one of ordinary skill in the art at the time of 
invention to modify the system of Kadambe to train the basis functions as taught by Lee 
because this would give a more robust estimate of the mixing matrix hence giving better 
voice detection. 

4. As per claim 2, Kadambe does not teach the predetermined learning rule is 
independent component analysis. 

Lee teaches independent component analysis is a commonly used technique for 
blind source separation (col. 1, lines 15-41). 

It would have been obvious to one of ordinary skill in the art at the time of 
invention to modify the system of Kadambe to use ICA as the predetermined learning 
rule because, as taught by Lee, it is a useful tool for finding structure in data and has 
been applied successfully to separating mixed speech signals. 

5. Claims 3-9 and 1 1 are rejected under 35 U.S.C. 103(a) as being unpatentable 
over Kadambe in view of Lee and taken in further view of Liu (U.S. Pat. 6,615,170). 

As per claim 3, Kadambe teaches estimating speech and noise generation 
coefficients from the mixtures of noise signals and the mixtures of speech signals 
(iteratively adjusts the clustering of the mixed signal samples based upon the mixing 
matrix to determine the estimate for the source signals, paragraphs 109-1 10); 

Kadambe and Lee do not teach computing values of likelihood of speech signals 
and noise signals from the speech and noise generation coefficients and computing 
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speech activation-determining information from a difference between the likelihood of 
speech signals and the value of the likelihood of noise signals. 

Liu teaches a method for voice detection that computes the likelihood of speech 
signals and noise signals from the speech and noise mixtures (col. 4, lines 32-40 and 
Fig. 2, elements 64, 66 and 68) and computes the speech activation determining 
information from a difference between the likelihood of speech signals and the value of 
the likelihood of noise signals (calculates the ratio test statistic from the probabilities and 
uses this statistic in a decision function to determine if speech is present, equations 4, 7 
and 9). 

It would have been obvious to one of ordinary skill in the art at the time of 
invention to modify the system of Kadambe and Lee to determine if speech is present 
by using the log-likelihood ratio test because, as taught by Liu, it takes into account the 
similarity scores of both speech and silence simultaneously hence it is more robust to 
background noise environments (col. 10, lines 57-63). 

6. As per claim 4, Kadambe does not teach wherein the likelihood of speech signals 
is computed using Equation: 

logp{x 1 6) = log log(det|^j) 

where x is a mike signal, 0 is a parameter, s is speech, and A s is a mixing matrix 
having speech basis function information. 
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Lee teaches that calculating the likelihood of a data vector, given a parameter 

vis ) 

and class, is given by the equation p(x \ 6,C k )= \ k \ (this is an equivalent equation 

detKJ 

that is not in the logarithmic form, col. 9, lines 51-57). 

It would have been obvious to one of ordinary skill in the art at the time of 
invention to modify the system of Kadambe to use the given equation to calculate the 
likelihood of speech signals as taught by Lee because it gives a simple calculation to 
determine the likelihood of a type of signal with the given information. 
7. As per claim 5, Kadambe and Lee do not teach wherein the determination 
information for detecting a speech starting point is a value in which a difference 
between the log-likelihood of speech signals and the log-likelihood of noise signals is 
normalized with respect to the difference between the log-likelihood of speech signals 
and the log-likelihood of noise signals at the initial non-activated speech signal. 

Liu teaches computing the speech activation determining information from a 
difference between the likelihood of speech signals and the value of the likelihood of 
noise signals (calculates the ratio test statistic from the probabilities and uses this 
statistic in a decision function to determine if speech is present, equations 4, 7 and 9). 

It would have been obvious to one of ordinary skill in the art at the time of 
invention to modify the system of Kadambe and Lee to compute the speech activation 
determining information from a difference between the likelihood of speech signals and 
the value of the likelihood of noise signals because, as taught by Liu, it takes into 
account the similarity scores of both speech and silence simultaneously hence it is more 
robust to background noise environments (col. 10, lines 57-63). 
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Kadambe, Lee and Liu do not teach normalizing the information for detection with 
respect to the difference between the log-likelihood of speech signals and the log- 
likelihood of noise signals at the initial non-activated speech signal. 

However, the Examiner takes Official Notice that normalization with respect to 
the non-speech signal is common in the art. Therefore, it would have been obvious to 
one of ordinary skill in the art at the time of invention to modify the system of Kadambe, 
Lee and Liu to normalize the information for detection with respect to the difference 
between the log-likelihood of speech signals and the log-likelihood of noise signals at 
the initial non-activated speech signal because this would ensure that all detection 
information is conforming to the same likelihood ratio reference. 
8. As per claim 6, Kadambe and Liu do not teach a value in which a difference 
between the log-likelihood of speech signals and the log-likelihood of noise signals is 
normalized with respect to the difference between the log-likelihood of speech signals 
and the log-likelihood of noise signals at the initial non-activated speech signal, and the 
log-likelihood of noise signals is used as the determination information for detecting a 
speech starting point. 

Lee teaches a value which is a difference between the log-likelihood of speech 
signals and the log-likelihood of noise signals and the log-likelihood of noise signals is 
used as the determination information for detecting a speech starting point (calculates 
the log-likelihood ratio text statistic that is used for speech detection and includes the 
log-likelihood of noise signals, equations 4, 7 and 9). 
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It would have been obvious to one of ordinary skill in the art at the time of 
invention to modify the system of Kadambe and Lee to compute value which is a 
difference between the log-likelihood of speech signals and the log-likelihood of noise 
signals and the log-likelihood of noise signals is used as the determination information 
for detecting a speech starting point because, as taught by Liu, it takes into account the 
similarity scores of both speech and silence simultaneously hence it is more robust to 
background noise environments (col. 10, lines 57-63). 

Kadambe, Lee and Liu do not teach normalizing the information for detection with 
respect to the difference between the log-likelihood of speech signals and the log- 
likelihood of noise signals at the initial non-activated speech signal. 

However, the Examiner takes Official Notice that normalization with respect to 
the non-speech signal is common in the art. Therefore, it would have been obvious to 
one of ordinary skill in the art at the time of invention to modify the system of Kadambe, 
Lee and Liu to normalize the information for detection with respect to the difference 
between the log-likelihood of speech signals and the log-likelihood of noise signals at 
the initial non-activated speech signal because this would ensure that all detection 
information is conforming to the same noistj likelihood ratio reference. 
9. As per claim 7, Kadambe and Lee do not teach wherein the determination 
information for detecting a speech starting point is a value in which the width of variation 
in a difference between the log-likelihood of speech signals and the log-likelihood of 
noise signals is normalized with respect to the difference between the log-likelihood of 
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speech signals and the log-likelihood of noise signals at the initial non-activated speech 
signal. 

Liu teaches computing the speech activation determining information from a 
difference between the likelihood of speech signals and the value of the likelihood of 
noise signals (calculates the ratio test statistic from the probabilities and uses this 
statistic in a decision function to determine if speech is present, equations 4, 7 and 9). 

It would have been obvious to one of ordinary skill in the art at the time of 
invention to modify the system of Kadambe and Lee to compute the speech activation 
determining information from a difference between the likelihood of speech signals and 
the value of the likelihood of noise signals because, as taught by Liu, it takes into 
account the similarity scores of both speech and silence simultaneously hence it is more 
robust to background noise environments (col. 10, lines 57-63). 

Kadambe, Lee and Liu do not teach the determination information is the width of 
variation in a difference between the likelihood of speech signals and the value of the 
likelihood of noise signals. 

However, the Examiner takes Official Notice that the amount of variation between 
subsequent calculations is a notoriously well-known measure in speech detection. 
Therefore, it would have been obvious to one of ordinary skill in the art at the time of 
invention to modify the system of Kadambe, Lee and Liu so that the determination 
information is the width of variation in a difference between the likelihood of speech 
signals and the value of the likelihood of noise signals because it would take into 
account spurious noise spike data hence giving better speech detection. 
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Kadambe, Lee and Liu do not teach normalizing the width of variation with 
respect to the difference between the log-likelihood of speech signals and the log- 
likelihood of noise signals at the initial non-activated speech signal. 

However, the Examiner takes Official Notice that normalization with respect to 
the non-speech signal is common in the art. Therefore, it would have been obvious to 
one of ordinary skill in the art at the time of invention to modify the system of Kadambe, 
Lee and Liu to normalize the information for detection with respect to the difference 
between the log-likelihood of speech signals and the log-likelihood of noise signals at 
the initial non-activated speech signal because this would ensure that all detection 
information is conforming to the same nois^ likelihood ratio reference. 
10. As per claim 8, Kadambe and Lee do not teach the mike signals are input into a 
speech recognition unit in an initial mute state having noise, the state is moved into a 
starting point standby state when a speech starting point-determining information is 
greater than a first threshold value, the state is moved into a speech activation state 
when the speech starting point-determining information is greater than the first threshold 
value for a predetermined duration, the state is returned to the initial mute state when 
the speech starting point-determining information is not greater than the first threshold 
value for a predetermined duration, the state is moved into a speech ending point 
standby state when a speech ending point-determining information is smaller than a 
second threshold value in the speech activation state, the state is moved into the initial 
mute state when the state stays in the speech ending point standby state for more than 
a predetermined duration, and the state is returned to the speech activation the speech 
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ending point-determining information is not smaller than the second threshold value for 
a predetermined duration, in the step of detecting a speech starting point and a speech 
ending point. 

Liu teaches using thresholds to determine when the system is in a speech or 
noise state (equation 9). 

It would have been obvious to one of ordinary skill in the art at the time of 
invention to modify the system of Kadambe and Lee to use thresholds to determine if 
the system is in a speech or noise state as taught by Liu because it would be a simple 
method to determine when speech is present hence saving processing time. 

Kadambe, Lee and Liu do not teach holding the system in a standby state in 
between the mute and speech states until the determination information is greater than 
the first threshold value or less than the second threshold value for a specified duration. 

However, the Examiner takes Official Notice that requiring a value to exceed a 
threshold for a duration to determine if the value has indeed exceeded the threshold is 
notoriously well known in the art. Therefore, it would have been obvious to one of 
ordinary skill in the art at the time of invention to modify the system of Kadambe, Lee 
and Liu to hold the system in a standby state in between the mute and speech states 
until the determination information is greater than the first threshold value or less than 
the second threshold value for a specified duration because it would prevent spurious 
noise spike data from causing speech recognition errors hence improving voice 
detection. 
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11. As per claim 9, Kadambe, Lee and Liu do not teach the first and second 
threshold values are determined according to the circumstance of the present noise. 

However, the Examiner takes Official Notice that noise-level adaptable 
thresholds are notoriously well known in the art. Therefore, it would have been obvious 
to one of ordinary skill in the art at the time of invention to modify the system of 
Kadambe, Lee and Liu to have the first and second threshold values determined 
according to the circumstance of the present noise because it would take the current 
noise conditions into account in determining speech or noise hence giving better speech 
detection results. 

1 2. As per claim 1 1 , Kadambe teaches estimating speech and noise generation 
coefficients from the mixtures of noise signals and the mixtures of speech signals 
(iteratively adjusts the clustering of the mixed signal samples based upon the mixing 
matrix to determine the estimate for the source signals, paragraphs 1 09-1 1 0); 

Kadambe and Lee do not teach computing values of likelihood of speech signals 
and noise signals from the speech and noise generation coefficients and computing 
speech activation-determining information from a difference between the likelihood of 
speech signals and the value of the likelihood of noise signals. 

Liu teaches a method for voice detection that computes the likelihood of speech 
signals and noise signals from the speech and noise mixtures (col. 4, lines 32-40 and 
Fig. 2, elements 64, 66 and 68) and computes the speech activation determining 
information from a difference between the likelihood of speech signals and the value of 
the likelihood of noise signals (calculates the ratio test statistic from the probabilities and 
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uses this statistic in a decision function to determine if speech is present, equations 4, 7 
and 9). 

It would have been obvious to one of ordinary skill in the art at the time of 
invention to modify the system of Kadambe and Lee to determine if speech is present 
by using the log-likelihood ratio test because, as taught by Liu, it takes into account the 
similarity scores of both speech and silence simultaneously hence it is more robust to 
background noise environments (col. 10, lines 57-63). 

Conclusion 

13. The prior art made of record and not relied upon is considered pertinent to 
applicant's disclosure. Gelin (U.S. Pat. 6,327,564) and Breton (U.S. Pat. Pub. 
2002/003547 1A1) teach a method of speech detection that adapts the noise model. 
Huang et al. (U.S. Pat. Pub. 2002/0029144) and Liu et al. ("Speaker Verification Using 
Normalized Log-Likelihood Score") teach methods of speech detection using log- 
likelihood measures. Hansen et al. ("Blind Detection of Independent Dynamic 
Components"), Cichocki ("Blind Separation and Filtering Using State Space Models) 
and Bofill ("Blind Separation of More Sources Than Mixtures Using Sparsity of Their 
Short-Time Fourier Transform") teach methods for blind source separation. 

Any inquiry concerning this communication or earlier communications from the 
examiner should be directed to Matthew J Sked whose telephone number is (571) 272- 
7627. The examiner can normally be reached on Mon-Fri (8:00 am - 4:30 pm). 
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If attempts to reach the examiner by telephone are unsuccessful, the examiner's 
supervisor, Talivaldis Smits can be reached on (571 ) 272-7628. The fax phone number 
for the organization where this application or proceeding is assigned is 703-872-9306. 

Information regarding the status of an application may be obtained from the 
Patent Application Information Retrieval (PAIR) system. Status information for 
published applications may be obtained from either Private PAIR or Public PAIR. 
Status information for unpublished applications is available through Private PAIR only. 
For more information about the PAIR system, see http://pair-direct.uspto.gov. Should 
you have questions on access to the Private PAIR system, contact the Electronic 
Business Center (EBC) at 866-217-9197 (toll-free). 
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